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This special provision has been created as a result of the Work Zone Safety 
Task Force.  It has been modified to make a minor correction. 
 
This special provision should be used on all contracts with regulatory work 
zone speed limits. 
 
The districts should include the BDE Check Sheet marked with the applicable 
special provisions for the January 20, 2006 and subsequent lettings.  The 
Project Development and Implementation Section will include a copy in the 
contract. 
 
This special provision will available on the transfer directory September 30, 
2005. 
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WORK ZONE SPEED LIMIT SIGNS (BDE) 
 
Effective:  April 2, 2004 
Revised:  January 1, 2006 
 
Delete Article 702.05(c). 
 
Revise Article 702.05(d) to read: 
 

“ (d) Work Zone Speed Limit Signs.  Work zone speed limit sign assemblies shall be provided 
and located as shown on the plans.  Two additional assemblies shall be placed 150 m 
(500 ft) beyond the last entrance ramp for each interchange or sideroad.  The individual 
signs that make up an assembly may be combined on a single panel.  The sheeting for 
the signs shall be reflective and conform to the requirements of Article 1084.02. 
 
All permanent “SPEED LIMIT” signs located within the work zone shall be removed or 
covered.  This work shall be coordinated with the lane closure(s) by promptly 
establishing a reduced posted speed zone when the lane closure(s) are put into effect 
and promptly reinstating the posted speed zone when the lane closure(s) are removed. 
 
The work zone speed limit signs and end work zone speed limit signs shown in advance 
of and at the end of the lane closure(s) shall be used for the entire duration of the 
closure(s). 
 
The work zone speed limit signs shown within the lane closure(s) shall only be used 
when workers are present in the closed lane adjacent to traffic; at all other times, the 
signs shall be promptly removed or covered.  The sign assemblies shown within the lane 
closure(s) will not be required when the worker(s) are located behind a concrete barrier 
wall. 
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